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GENERAL NOTES

I

: ALL TRAFFIC CONTROL DEVICES SHA BE MADE AND ERECTED IN ACCORDANCE WITH THE DETAILS SHOWN ON THE

} PLANS; THE MUTCD; THE GEORGIA STANDARD SPECIFICATIONS, AND/CR SPECIAL PROVISIONS. (SEE SECTION 150)

| 2. ALL TRAFFIC CONTROL DEVICES SHALL BE AS SHOWN, OR AS DIRECTED BY THE ENGINEER. ADDITIONAL DEVICES MAY BE
REQUIRED AS DIRECTED 8Y THE ENGINEER.

ALL PORTABLE SIGNS SHALL BE MOUNTED A MINIMUM OF 1FQ0T ABOVE THE LEVEL OF PAVEMENT EDGE FOR DIRECTIONAL
TRAFFIC OF TWO (2YLANES OR LESS AND A MINIMUM OF ¥ FEET FOR DIRECTIONAL OF THREL (3 OR MORE LANES, ALL
PORTABLE SIGNS AND SICN MOUNTING DEVICES UTILIZED IN THE WORK SHALL BE NCHRP 350 COMPLIANT. PORTABLE SIGNS
MAY BE LISED WHEN THE DURATION OF THE WORK IS LESS THAN 3 DAYS,

£
i
Y

o o 4, WHEN THE CONSTRUCTION AREA HAS ENTRANCE/ZEXIT RAMPS OR INTERSECTIONS, WORK WILL BE PERFORMED IN SUCH A
: STANDARD LEGEND MANNER 10 PERMIT TRAEFIC TO OPERATE WITH THE LEAST AMOUNT OF INCONVENIENCE AS POSSIBLE. ADDITIONAL
! A CHANNELIZATION AND SIGNING SHALL BE INSTALLED, AS REOUIRED, T0O ALLOW TRAFFIC T0 REMAW AS OPERATIONAL AS POSSIBLE.
WHEN ENTRANCE RAMPS/INTERSECTIONS ARE INOPERABLE, FIAGGERS Will BY UTILIZED TO CONTROL AND PROHIBIT MOVEMENT
R INTO THE PROJECT AT THAT POINT UNTIL CONSTRUCTION HAS CLEARED THE RESTRICTION SUFFICIENT 10 RETURN TQ
® STRIPEL DRUM OPERATIONAL STATUS,

—— . 3 FOR MIGHT TIME OPERATIONS, DRUMS SHALL HAVE, FOR THE LENGTH OF THE TAPER ONLY, A SIX (6" INCH ORANGE REFLECTIZED 10P
BANNNY PYPE HIBARRICADES STRIPE ON FACH DRUM IN THE TAPER AS REQUIRED IN SECTION 150. SPACING OF DEVICES SHALL RE AS
SHOWN. DURING DAYLIGHT HOURS. CONES ¢ 28" MIN.YMAY BE USED IN ADVANCE OF AND THROUGHOLT WORK AREA.

4 SPECIAL BARRICADE WITH BI-DIRECTIONAL, TYPE *C" STEADY BURNING LIGHT OR
HIGHWAY SIGN AS SPECIFIED (SEE DETAIL)

FGN LOCATIONS ARE APPROXIMATE AND MAY BE ADJUSTED TO MEET FIELD CONDITIONS BUT MUST BE WITHIN THL
|

ITATIONS SET FORTH IN THFE MUTCD.

iy
]
SEQUENTIAL OR FLASHING ARROW L
A

) . ]
_ R DA FEZRAE(DF%AJ%‘( _ o T PORTARLE SELF-SUSTAINED SEQUENTIAL DR FLASHING ARROW SIGN SHALL BE USED AT 111X BLGINNING OF EACH
RAISED PAVEMENT MARKER DETAIL e e e st e LANE CLOSURE ON MULTI-LANE HIGHWAYS. ARROW PANCLS SHALL NOT BE USED ON TWO-LANE TWO-WAY HIGHWAYS
. P I e e sy g i“‘”""‘”“"""‘““'{ p()z‘%“\ﬁl_[: (.HﬁNCU\bH‘ M?.‘.E}‘:}f\{_;f:, §;|(JN FX(‘;;:P'; N {‘AUTU]N MODE
INSTALLATION PATTERN FOR LATERAL MAINLINE SHIFTS EXCE : ( .

- - SO I s
I L O ERE NS ALSO APPLICABLE FOR B BERMANCNT TYPE POST MOUNTED SIGN 8. WHEN NOT IN USE. PORTABLE SIGNS SHALL BE REMOVED FROM THE TRAVELWAY SO THAT THE MESSAGE [5 NOT
O TYPE 2 STD. RPN e CONT.PATTERN 1O THE END VISIBLE TO THE MOTORTST. INTERIM STGNS THAT ARE PERMANENTLY MOUNTED SHALL BE COVCRED WHEN NOT APPLICABLE.

,M> SEE SECTION 150.

AN REFLECTIVE REFLECTOR 10 FACE TRAFFIC S ASOLI WHITE LINE (MIK.) (- TEMPORARY POST MOUNTEL SIGN
ﬁi “““"“““*xj”' S *”“*““”“”"ﬁ*“““g - g, PROJECT SIGNS W20-1. G20-1 & G20-2 FOR THIS PRUJECT SHALL BE CGURDINATED WITH ALJACENT cmNs1§gar%0N
- '“”““”“””;f"““”“““m“”“?“““‘"““““ 4 OF LANELINE . | . . o PROJECTS. ONLY ONE SET OF SIGNS [S REQUIRED IN EACH DIRECTION FOR THE TOTAL LENGTH OF ALL PROJECTS-
TRAFFIC Eﬁﬁ 2 1 B ﬁl; ¥4TYPE |CYELLOW) Q@) PORTABLE MOUNTED SIGN ~ FLAGS NOT REQUIRED AT THE BEGCINNING OF THE FIRST PROJECT AND AT THE ENDING OF THE LAST PROJECT. ADVANCE CONSTRUCTION
ol ! | Lo SHALL BF USED FOR STGNS ARE NOT REQUIRED ON INTERMEDIATE PROJECTS. UNLESS CONSTRUCTION ON THE ADJACENT PROJECTS
i !
1
I
T

;Mm"m¥ﬁim__ miﬁ B D . CENTERLINE ON 2-WAY VoI WORK ARCA COMPLETED REFOREHAND. THEN PROJECT CONSTRUCTION SIGNS WIIL BE ADDED AS NECESSARY.

i ROADWAYS, TYPE 3 A ) 1. A

|

|

[ o j " T TLIE - o -
; B0 1 TRANSITION SECTION (VARES) | 60 o GHHVE/RED) SHALL BF THE COST OF THE MATERIALS. LABOR AND FQUIPMENT NECESSARY TO COMPLETE THE WORK SHALL BE
|

|

L
CLUDED IN THE PRICE BID FOR TRAFFIC CONTROL s[FT[DN 150 LUMP SUM, WHEN SHOWN AS A PAYMENT [TEM
Ff HE PROPOSAL. DTHERWISE. ALL THE COST WILL BE INCLUDED IN THE OVER-ALL BID SUSMITTED.,

H

!;)
L
N
X “OR SEPARATELY BY THE UNIT WHEN SPECIFILD ON

?"‘ Promp = T N7 SER AS SPECIFIED A, TRAFFIC CONE - 28" MIN. - (DAYTIME. USE ONLY)

- BEGIN b
PAVEMENT MARKER INSTALLATION SHALL BEGIN 60 FEET IN ADVANCE OF BEGINNING & FLAGGER WITH STOP-SLOW PADDLE
OF THE SHIFT OR TRANSITION ALIGNMENT, CONTINUE THRU THE TRANSITION AREA, &

| FXTEND 60 FEET BEYOND THE INTERSECTION WITH THE TEMPORARY ALIGNMENT, Gﬂ%ﬂ FRAFFIC MPACT ATTENLATOR CRASH CLSIION SIGN AND AN FXIT DIRECTION STGN IN PLACE FOR ALL EXIT RAMPS AT ALL TIMES.

| [EMPORARY RAISED PAVEMENT MARKERS SHALL BE INSTALLED IN ACCORDANGE WITH £E XAsH CUSH 12. ALL CROSSRUADS. SIDEROADS, RAMPS OR OTHER ENTRANCES TO MAINLINE CONSTRUCTION SHALL RECGUIRE W20-1 SIGNS

| THE MANUFACTURERS RECOMMENDATIONS AND THE GA, STD. SPECIICATIONS. ‘ COCATED AS SHUWN}[N THE PLANS, OR AS DIRECTED BY THE ENGINEER. j - Y

P e ) TYPE | CLEAR (WHITE) DELINFATOR - SINGLE FACE 13, MARKINGS AND/OR SIGNS IN CONFLICT WITH INTERIM TRAFFIC CONTROL SHALL BE REMOVED. RELOCATED |
UR COVERED: APPLICABLE EXTSTING AND INTERTM MARKINGS AND/OR SIGNING SHALL 8L WAINTAINED PLR SECTION
: i L 20k
. TYPE | YELLOW DELINEATOR - SINGLE FACE 14, ANY CHANNEL IZING DEVICES (DRUMS OR BARRICADES) IN CONFLICT WITH CONCRETE BARRILRS SHALL BF
OMITTCD,
R O TYPE § CLEAR (WHITE) DELINEATOR DOUBLE FACE 5. CONTRACTOR SHALL PROVIDE THE NECESSARY TRAFFIC CONTROL DURING THE [IE~IN OPLRATION
16. THE T@A?FIC %qmzﬁ%% %E%%CESREHUWN FOR ANY STAGE CONSTRUCTION SHAL%LREMAIN IN PLACE A?fYﬁ%HEN
T - NEAT e UTTLIZED SO LONG AS NECESSARY FOR THE FOLLOWING STAGES AND SHALL BE REMOVED TMMEDIAT :
TYPE 1 YELLOW DLLINEATOR DOUBLE FACE NO LONGER REQUIRED. THE DEVICES MAY OR MAY NOT BE SHOWN ON THE PLANS FOR THESE FOLLOWING
STAGES. REFER TO THE PLAN SHEET FOR THE INITIAL STAGE FOR THESE TRAFFIC CONTROLS.
17, EXISTING GUIDE SIGNS SHALL REMAIN IN PLACE SO LONG AS THEY DO NOT CONFLICT WITH THE CONSTRUCTION
U THIS PROJECT. WHEN IN CONFLICT, THEY SHALL BE RULACATED ON TEWPORARY POSTS AT HE LOCATION
R DIRCCTED DY THE ENGINEER. ANY DISTANCE SHOWN ON THE 'STON SHALL B ADJUSTCD ACCORDINGLY. If
THE SIGNS CANNOT BE RELOCATED. THEN THE SIGN SHALL BE REMOVED AND STORED AT A PLACE DESIGNATED
BY THE CNGINEER, IT NCITHER OF TIC ABOVE CAN BL DOND. THEN THE CONTRACTOR SHALL PROVIDE
INTERIM GUIDE SIGNS AS COVERED IN SECTION 150,

|
: 18. () ON PROJECTS WITH L OW OR SOFT SHOULDERS. THE CONTRACTOR SHALL ERECT IMMEDIATELY AHEAD OF CONSTRUCTION

FPT ON CERTAIN PROJECTS SUME [TEMS MAY BF PALD
HE. PLANS AND LN THE PROPUSAL.

1. FOR FREEWAY CONSTRUCTION THE CONTRACTOR SHALL ARRANGE HIS WORK SO THAT THERE 15 AN EXIT GORE

OPERATIONS "LOW/SOFT SHOULDER™ WARNING STGNS AT THE PROJECT TERMINII, AT INTERVALS NOT TO EXCEED f
MILE AND IMMEDIATELY PAST EACH CROSSROAD.

{ERE THE CONTRACTOR 1S NOT RESPONSIBLE FOR SHOULDER CONSTRUCTION. THE DEPARTMENT WILL FURNISH THESE

bNS FOR THE CONTRACTOR TO PICK UP. TRANSPORT. AND ERECT. THE DEPARTMENT WILL | ATER REMOVE AND RETAIN
E

S{
THE STGNS.
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